. 30 m 150 m max. |
[ aocon | (500" |
KEEP SHOULDER W20-1(0)-48 = | 215 m ;| 15 m | |
o 4EF—T WORK (700" | o) | |
A — L 'i— - - - - -/ = /= S W -
ahd ] T
!(_ = R4-7a-3648 !(_ = W21-5(0)-48 => @ !' .g)!
| 300 m | 300 m + | = —— e e -
> <= [ 1 .
' (1000") ! (1000") => ' .g)! *d ,_—\_l-_'gL_j
NOTE y
When a shoulder does not exist or is narrow, : e '!)!
—— — - following vehicles shown on the shoulder shadl — — — — —or — —— / w
;Isde|:>roosc1‘Ci|cooslfe fo the edgs of fne froveled woy 300 m * | | 300 m * > % Required when workers are
(1000") I (10001 l on the pavement,
DETAIL A @)
W20-1(0)-48 W20-5(0)-48 W20-7a(0)-48
Or
150 m
(5007 ‘i :
[P NS - /= NERAL NOT
!(g.. . GENERAL NOTES
- - - - = —/ = - - - —/ - WET W20-1101(0)-48 This Standard is used where any vehicle,
<= PAINT equipment, workers or their activities
N\ will require: 1) stationary operations up
1 Y to 1 hour, or 2) a continuous or intermit-
tent moving operation where the average
w . G20-1101-2430 speed of movement is greater than
(CP Po\{eTenj‘ m<IJrI<|ng ?p)erohons (appropriate arrow) 2 km/h (1 mph).
of an interior lane only .
@(when striping oniy! TYPICAL APPLICATIONS This Standard is also applicable when work
Land . K is being performed in the left lane(s) or
andscaping wor on the median shoulder. Under these
Utilit K conditions, KEEP RIGHT signs shall be sub-
Yy wo stituted for KEEP LEFT signs and arrow
= 30 m 150 m max. P t Ki board indications shall be directed to the
I 1009 (500" | avement marking right.
= I 300 m + o 15 m | | Weed spraying (D DETAIL B shall be used only for pavement
marking operations where workers are no
(1000") (50 | | Ki 1 h K +
- — — — — — - = — = = T T e Roadometer measurements present on the pavement. For other oper-
=> ® E .g)! Debris cleanup SngoAr;f ||:)r*|voIV|r1g an interior lane, use
h\ E .ﬁ)i Crack pouring @ Flaggers are required when workers
| 300 m £ o are on the pavement.
' (1000") DETAIL C

®

W20-7a(0)-48
or

W20-1(0)-48
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SYMBOLS

Arrow board

Work area

Y
BN
i\ PR

Truck with flashing amber light

For striping operations only.
See sign arrow detail on this standard.

©

For operations which are on the roadway
or shoulder, greater than 15 minutes and
up fto 1 hour.

All dimensions are in milimeters (inches)
unless otherwise shown.

REVISIONS

LANE CLOSURE MULTILANE

Rev. SHOULDER WORK AHEAD

sign. Added prov. for

INTERMITTENT OR MOVING OPER.

temp. stationary oper.

FOR SPEEDS > 45 MPH

DATE
B Truck mounted attenuator 1-1-00
® Flagger with traffic control sign 1-1-97

Renum. Standard 2408-1.

STANDARD 701426-01




